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Glazed ceramic connection blocks. Nickel plated connectors

4 47x20x17
3 x 4.1, 

distance 12 
mm

M3 3.5 41 6
2.5; 4 

(6mm² rigid 
only)

33 BN4N4

1 12x23x20 0 M3.5 4.3 57 10
 4 ; 6; 

(10 mm² rigid 
only)

13 BP1P1

2 25x23x20 1 x 4.5 M3.5 4.3 57 10
 4 ; 6; 

(10 mm² rigid 
only)

26 BP2P2

3 39x23x20
2 x4.5 

distance 13 
mm

M3.5 4.3 57 10
4 ; 6; 

(10 mm² rigid 
only)

42 BP3P3

4 52x23x20
3 x4.5 

distance 13 
mm

M3.5 4.3 57 10
 4 ; 6; 

(10 mm² rigid 
only)

51 BP4P4

1 16x31x23 0 M4 5.5 76 16
6 ; 10, 

(16 mm² rigid 
only)

27 BQ1Q1

2 35x31x23 1 x5.5 M4 5.5 76 16 6 ;10 ;16 58 BQ2Q2

3 51x31x23
2 x 5.5 

distance 18 
mm

M4 5.5 76 16 6 ;10 ;16 81 BQ3Q3

4 69x31x23
3x5.5 

distance 18 
mm

M4 5.5 76 16 6 ; 10 ; 16 103 BQ4Q4

* Recommended clamping torque M3: 0.6 Nm, M3.5: 0.8Nm, M4 : 1.2Nm
** Test current upon IEC60998-1. 
*** These ceramic blocs also exist with stainless steel pressure plate, Add « P » behind the reference
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