
4140

Very high temperature steatite connection blocks, 750V range
Terminals and screws in stainless steel.

Not protected against accidental electric contact, indirect 
pressure clamping by saddle, flat backside.

BCA750V

2 x 1.5mm², 2 x 2.5mm²  
2 x 4mm², 1 x 6mm²

1 x 10mm²

The different terminal models

1: slotted cheese head; 2: Pozidriv dome head; 3: U saddle; 4: Anti-shearing saddle with tab

Models with U saddle type 3 
BCA2C3U0(Screw type 1) 56 gr. SOLID CONDUCTOR BCA3C3U0(Screw type 1) 90 gr.
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BCA2C2U0(Screw type 2) 50 gr. BCA3C2U0(Screw type 2) 80 gr.
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1.2 N.m M4
750V 32A*
Permanent 500°C/930°F

Peak 700°C/1290°F
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4140

Models with anti-shearing saddle type 4 
BCA2C3B0(Screw type 1) 56 gr. SOLID CONDUCTOR BCA3C3B0(Screw type 1) 90 gr.
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1 x 10mm² / 1 x 6mm² /
2 x 4mm² / 2 x 2.5mm² /

2 x 1.5mm²

1 x AWG8 / 1 x AWG10 /
2 x AWG12 / 2 x AWG14 

/
 2 x AWG16

BCA2C2B0(Screw type 2) 50 gr. BCA3C2B0(Screw type 2) 80 gr.
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1.2 N.m M4
750V 32A*
Permanent 500°C/930°F

Peak 700°C/1290°F

* : Ampacity limited to 32A as a result of the self-heating of the stainless-steel terminal by Joule effect.

7~8.5 mm

7~8.5 mm

Very high temperature steatite connection blocks, 750V range
Terminals and screws in stainless steel.


